
SECURITY
euro cylinder locks guide

Tools Required

Cross Head 
Screwdriver Ruler

Please Note: 2 fixing screws of different lengths are provided  
with the cylinder. Select the screw length suitable for your lock.

Step 1: 
Remove your cylinder from the door by unscrewing 
the fixing screw and with the key inserted in the 
cylinder turn the key and pull outwards.

If you are fitting a euro turn cylinder follow the same steps but at take the thumbturn off the cylinder 
using the allen key provided before inserting the cylinder in the door. The thumbturn will need to be 
re-assembled on the cylinder when the door handles are fixed back onto the door after step 6.

Step 4: 
Due to the security features of the product to fit your 
new cylinder you will need to take the door handles 
off the door and place the cylinder in position from 
the outside of the door,

Step 2: 
Measure each side of the cylinder to the centre 
of the cam making sure you indicate which is the 
external side and internal side. 

Step 5: 
With the key inserted in the cylinder, turn it so that 
the locking cam is inline with the cylinder body 
and place in position in the lock.

Step 3: 
Purchase your new Yale Anti-Snap cylinder. 

Step 6: 
Secure the cylinder in position with the fixing 
screw provided and re-fit your door handles.

It is important that you select the correct size cylinder for your door. Not only does the cylinder need to be the correct length, but you also need to be aware that 
the Anti-Snap protection is on the external side of the cylinder which is the side that will be visible on the external side of your front door.

To ensure that you purchase the correct size cylinder for your lock, remove your old cylinder and measure each side of the cylinder as shown on the diagrams.

The Anti-Snap protection is on 
the external side of the cylinder. 

The first size on the product code
indicates the external side.

A’ Length (External) =30mm 

The Anti-Snap protection is on the external 
side of the cylinder. The first size on the
product code indicates the external side.

A’ Length (External) =50mm
B’ Length (Internal) =40mm 

For thumb turn cylinders, the first size on the 
product code indicates the side the thumb turn is 

on. The Anti-Snap protection is on the external side 
of the cylinder.

A’ Length (External) =50mm
B’ Length (Internal) =30mm 

How to measure your cylinder

Fitting Instructions

Visit www.screwfix.com and type ‘euro cylinder locks’ into the search bar
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